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QUESTION / ISSUE:  What are the minimum acceptable design criteria for construction of private 
driveways to custom residences located in the Hillside Overlay District over 150 feet long as 
measured from the edge of the street along the centerline of the driveway to the face of the 
farthest garage door? 
 
CODE PROVISIONS:  The Development Code, Chapter 19.8.4.H Hillside Overlay District 
Development Regulations, item 21. Improvements, subsection f. Driveways,  
Item (i.) states that “A maximum of four homes are permitted per driveway.” 

Item (ii.) states that “Additional driveways to a single residence, including circular driveways, may be permitted provided 

they do not adversely disrupt the surrounding environment, subject to Public Works Director approval.” 
item (iii.) states that “Driveways shall meet the criteria in Table 19.8.4-4, Driveway Configuration in the H Overlay District:” 
 

Table 19.8.4-4  Minimum Maximum Maximum   Shoulder 
      Width    Width    Grade 
Driveways serving a   14 feet   20 feet      14%  5 ft. both sides 
single residence 
Driveways serving   20 feet   24 feet      14%  5 ft. both sides 
multiple residences 
 
Item (iv.) states that “Driveways greater in length than 150 feet shall comply with the Fire Code 
and Fire Department guidelines for hillside driveways.” (see below) 
Item (v.) states that “Additional safety measures may be needed and will be reviewed on a case-
by-case basis.” 
 
MINIMUM DESIGN CRITERIA: (for driveways > 150’ NOT intended for ladder truck access!) 

• Minimum width of 20 feet except around turns, provide 24 feet width with... 

• Minimum turning radii of 45 feet outside/21 feet inside for engine access. 

• Maximum slope of 15%. (Optimum design slope for fire access is 12%.) 

• Provide a “flat” area of approach and turnaround area at the top near the residence. 

• This “flat” area of approach shall be at least 55 feet long. (Optimum length of 110 ft.) 

• This “flat” area of approach shall have a maximum slope of 6%. 

• The minimum length/width of the turnaround (“hammerhead”) shall be 55 feet. 
 

DESIGN CRITERIA: (manual dry standpipe systems) 

• A manual dry standpipe system shall be provided with 2.5” hose valves to be strategically 
located for exposure protection as well as fire suppression use. The exact number and 
locations to be determined on a case-by-case basis and approved by Fire Safety. 

• Hose valves shall be accessible from the exterior of the house with dual hose valves 
located near each entrance point as approved by Fire Safety. 

• These outlets shall be fed from a free-standing manual dry Fire Department Connection 
(FDC) located adjacent to the driveway entry and within 200 feet of a fire hydrant. 

• The FDC shall be mounted adjacent to a Knox vault (series 1100) or equivalent which 
shall house a laminated copy of the site plan with standpipe hose valve locations. 

• The system shall be hydrostatically pressure tested at 250 psi. 

• Installing contractor shall provide all equipment (including fire pump) and manpower 
necessary for acceptance testing of this system in accordance with NFPA 14. 


