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CONTROL UNIT DIAGRAMS 
PER NFPA 72 7.4.7 

 
NFPA 72 7.4.7  
Control unit diagrams shall be provided for all control equipment (i.e., equipment listed as 
either a control unit or control unit accessory), power supplies, battery chargers, and 
annunciators and shall include the following information: 

(1) Identification of the control equipment depicted 

(2) Location(s) of control equipment 

(3) All field wiring terminals and terminal identifications 

(4) All circuits connected to field wiring terminals and circuit identifications 

(5) All indicators and manual controls 

(6) Field connections to supervising station signaling equipment, releasing equipment, or 
emergency safety control interfaces, where provided 

 
Requirements 

• To satisfy the requirements of this code section an appropriate diagram must be 
provided for all control equipment inlcuding fire alarm control panels, network nodes, 
power supplies, amplifiers, remote annunciators, etc. 

• These diagrams must be project specifc in order to detail the requirements specific to 
each piece of control equipmnet (i.e. each power supply to identify location, 
identification of circuits connected to field wiring terminals, etc.). 

• Each piece of equipment shall be labeld/idnetified usng the unquie identifer used 
throughtout the plan set. 

• The location of the equipment shall be clearly labeled using the appropriate room 
name and number consistent with the approved architectural floor plans.  

• All wiring terminals shall be clearly labeled. Please note that all labels must comply 
with minimum text size requirements for legibility of printed plan set. 

• All circuits connected to wiring terminals shall be clearly labeled/identified. Circuits 
shall be identifed using the same circuit designations used throughout the plan set. 
Connections to other pieces of control equipment shall identify the source/destination 
equipment using the unique equipment labels. 

• All indicators and manual controls shall be indicated (buttons, displays, LEDs). 

• Connections to supervising station equipment from control panels or other equipment 
for tranmission of all required/provided singals shall be depicted in the same manner 
as other circuits. 
 

An example of acceptable diagrams with appropriate details is provided below for reference: 
(please note the example is not full size and does not meet minimum text size requirements) 
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