’ MULTI FAMILY DEVELOPMENT
HENDERSON DESIGN CHECKLIST

MULTI FAMILY DESIGN STANDARDS (19.10.2.F)
1. Site Design and Building Organization

a. Does the site design provide landscape, open space, and amenities that are useable to residents of all ages in the development?

' b. Does the site provide convenient pedestrian circulation throughout the development and connections to surrounding developments and other modes of
I transportation?

" c. Does the site provide convenient bicycle circulation throughout the development and connections to existing and planned surrounding bicycle
| infrastructure?

d. Does the development provide convenient and adequate resident and guest parking and access to household-related services?

" e. Does the site provide appropriate buffering to/from adjacent uses?

f. Are buildings organized in relation to open spaces to create a balance of useable open space and efficient circulation and parking?

g. Does the development activate street frontages through effective building universal design, orientation, landscaping, and pedestrian and bicycle amenities?

"'h. Does the building organization create an active ground floor environment through deliberate placement and arrangement of buildings, landscaping,
pedestrian and bicycle amenities on the site and along frontages?

2. Pedestrian Access

a. Have safe and convenient pedestrian access points been provided to connect the interior walkways of the development to adjacent neighborhoods,
services (e.g, storage, laundry, trash/recycling), parks, open space or trail networks, and/or to the adjacent street, consistent with the Comprehensive
Plan? One access point should be provided every 500 feet. If no, please describe what safe and convenient pedestrian access points have been provided?

I'b, Have shared front entries or stairways been provided for groupings of two to four units per floor? Long, exterior balconies served by two or fewer stairways
in a single, continuous path are prohibited.

c. Are interim pathways provided within the public rights-of-way if adjacent vacant or undeveloped land impedes pedestrian and bicycle access to a school site?

d. Are the pedestrian gates in walled residential developments provided to access nearby retail, services, trails, and transit stops and improve connectivity?

3. Vehicular Access

a. Is the multifamily development served only by arterial and collector streets?

" b. Has a minimum of one secondary point of vehicular ingress/egress into a multifamily development been provided in accordance with the City of

;  Henderson specifications?

' ¢. Does the multifamily development provide vehicular access on a local street serving existing single-family detached development; however, emergency
vehicle access may be provided, as appropriate in accordance with City of Henderson specifications?

4. Relationship to the Street

a. Have varied setbacks, building orientations, building heights, and other site layout techniques been incorporated into the design of the development
along primary street frontages to create varied streetscapes, provide views into or out of the development, and avoid monotonous appearance created by
uniform rows of buildings?

5. Building Separation

a. Does the buildings maintain the required minimum 20-foot separation between buildings.
6. Safety Requirements

a. Are mailboxes located in high-visibility and/or well-lit areas?

b. Are the community laundry rooms visible from common, walking, and driving areas? And do all laundry rooms have vision panels to view into the room

| briorto entering?

c. Does the Community laundry room provide a minimum of five, minimum maintainable foot candles (MMFC) at all times?

| d. Do pool areas provide a minimum of 10 MMFC from dusk to dawn? Any wall or fence serving as a barrier for an existing or future swimming pool or spa
must comply with HMC Section 15.44, Swimming Pool Code, and safety requirements at time of construction, regardless of when the swimming pool or spa
may have been constructed.

e. Does the multi-family development and/or mixed-use development provide access for emergency responders? Access shall be provided for emergency
responders. Access shall be provided at all exterior building doors used for common entrance, gates, and locked corridors. Access to allow emergency
| ingress to all interior hallways and corridors shall be provided through electronic key-pad access and/or coded key lock boxes.
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7. Open Space, Perimeter Landscaping, and Fences and Walls

a. Has open space been provided that is consistent with HMC Section 19.10.10, Open Space Requirements? Has perimeter landscaping and buffers been
provided that is consistent with HMC Chapter 191, Landscaping Standards? And have perimeter fencing and walls been provided consistent with HMC
Section 1910.6, Fences and Walls?

8. Building Design and Variety

a. Have the use of varied architectural elements, building heights, colors and materials, and other features been provided to enhance the character and visual
| interest of the development?

b. Do the building elevations promote creativity and flexibility in the design to prevent blank building facades and repetitive building forms?

c. Is there a variety in design where there are multiple buildings within a development, avoiding a predominance of one building type?

d. Is the development type and pattern varied between neighboring multi-family developments to avoid repetitive architectural designs or forms?

e. Do the building facades that face a public or private street, and / or drive aisle feature the following elements:
a. Color and use of materials (consistent with the native desert environment).
b. Rooflines through the use of sloping roofs, modulated building heights, gables, dormers, and other roofing details.
c. Wall planes that are offset from the main building facade to provide additional articulation to the building mass.
d. Centralized ground-floor entrances that are proportionate to the overall scale of the building and/or ground floor entrances to individual units.
e. Other elements as approved by the Director. If yes, what architectural and articulation elements have been provided in the design?

f. Are any buildings over 125 feet wide designed to reflect a series of buildings no wider than 50 feet each?

g. Do buildings located within 100 feet of a single-family residential zoning district exceed 35 feet? The multi-story structure must step-down adjacent to
lower-intensity districts to a height comparable to the surrounding context.

h. Does building exceed three stories and have a district base and cap?

9. Roof Modulation

a. Do the parapet walls fronting a street include three-dimensional cornice treatments of a belt course with a minimum width of six inches to provide visual relief?

b. Are the roof forms designed to correspond and denote building elements and functions (e.g., entrances, arcades)?

" ¢.Is all roof equipment and attachments (except chimneys) configured to have a minimal visual impact as seen from the street? Roof equipment shall not
extend above the ridgeline and shall be painted or architecturally integrated with the roof design and color to the maximum practical extent.

d. Wood roofs are prohibited. Asphalt shingles may be proposed if sufficient aesthetic justification is given.

10. Distinct Building Designs

a. Developments with multiple residential buildings shall incorporate a variety of distinct building designs as follows:
a. 3-10 Shall have a minimum 2 distinct building designs.
b.11-20 Shall have a minimum 3 distinct building designs.
c.21or more Shall provide 1distinct building design for every 6 buildings.

“Distinct” means that a building's footprint or length is noticeably different, and a building’s elevation differs from other building elevations in the articulation
measures listed above. Mirror images of the same configuration do not meet the definition of “distinct.’ For the purposes of this standard, buildings and other
structures that are accessory to the principal multifamily residential buildings (e.g., club house, leasing office, garage buildings) shall not count towards the
number of distinct building designs required.
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